Gateway KNX to Modbus/ACN

KNX Modbus RTU Gateway

886.7 secure
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Performance features

+ Compact KNX/Modbus gateway with 250 freely configurable
channels (KNX data points)

+ Can be used as Modbus Main (Client) or Sub (Server)

+  Connection to other fields such as BMS via KNX possible
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+  Assignment between KNX objects and Modbus registers directly in
the ETS (no additional tool required)

+ Easyimport of the project image of the CPS-M1 from the SCS into
the ETS software

Source: www.dh-partner.com, Status 11.06.2026

We reserve the right to make changes

Modbus modules | KNX Modbus RTU Gateway 886.1 secure  Page 1/2



Technical data

Input power

KNX Modbus RTU Gateway 886.1 secure

Approx. 8 mA (KNX bus side)

Operation elements

2 buttons

Display elements

3 LEDs, multicoloured

Modbus channels

up to 250

Modbus type

RTU (RS485) Client or Server

Connection cross-section

0.34-2.5mm?

Connection for Modbus

Pluggable screw terminal (3-pole)

Type of protection IP 20
Temperature range -5°C..+45°C
Housing Plastic

Installation type

DIN rail mounting with 1 DU (18 mm)

Weight

0.05kg

Art. No.

70.602.23
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